
POLYBAR+ Easysealed
Self-adhesive  
Groundbreaking innovation  
for effortless installation

No additional adhesives 
or fasteners needed

User-friendly:
Easy and quick to apply, requiring  

minimal skill or tools.
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Bekina BeSealed NV
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polybar+standard
Easysealed

polybar+Salt
Easysealed

polybar+ Superswell
Easysealed dimensions box pallet

20x5 mm 5x10 m 60x50m = 3000 m

20x10 mm 7x10 m 30x70m = 2100m

 application

Surface Preparation

•	 Ensure the surface is even, clean, dry  
and free from dust, grease, or debris.

•	 A brush can be used to remove 
concrete chips and other debris.

Applying EasySealed

•	 Apply the Polybar+ EasySealed at 
temperatures between 5 °C and 40 °C.

•	 Peel back a small section of the 
protective liner to expose the adhesive.

•	 Position the Polybar+ EasySealed on the 
desired even surface and press firmly 
while gradually removing the liner.

•	 When starting a new roll, ensure there 
is an overlap of at least 20 cm with the 
previous roll to maintain a continuous 
seal.

Securing the Bond

•	 Apply firm, even pressure along the 
entire length of the Polybar+ EasySealed 
using a roller or your hands.

•	 For optimal adhesion, press along the 
Polybar+ EasySealed multiple times, 
especially at the edges.

STORAGE CONDITIONS technical data Glue

•	 Total Thickness (DIN EN 1942): 0.25 mm
•	 Adhesion (DIN EN ISO 29862): ≥ 25 N/25 mm
•	 Temperature Range: −30 °C to +100 °C
•	 Heat Resistance (short-term): +120 °C

 EXPANSION CAPACITY 


